




 
 

V01-2018-06-14 
Page 3 of 6-Bahay Alumni (Negotiated Procurement ² Two Failed Biddings) 

Revised 09/14/2022 

CAVITE STATE UNIVERSITY 
 
SCOPE OF WORK: 
 

A. COMPLETION OF BAHAY ALUMNI (Negotiated Procurement – Two Failed Biddings) 
GENERAL NOTES: 

1. The project should be finished for 180 calendar days. 
2. Actual site inspection is a must. There is an existing building. Verify actual condition of site. 
3. The project should be completed as per plan and scope of work. 

B. Technical Description 
I. Mobilization and Demobilization 

a. The scope involves mobilization and demobilization of equipment/manpower upon the 
start and completion of the project. 

b. Included in the scope is clearing the site before and after the construction. All 
unuseable formworks, excessive soil fill and all other unwanted debris in the site should 
be disposed properly. 

c. Securing the site by putting a temporary enclosure to ensure the safety of the workers  
and other personnel. Site temporary enclosure may be blue sack or any suitable 
materials that may enclose the workplace. 

d. Provide the following 
- Billboard  
- Bunkhouse with office 
- Temporary comfort rooms 

II. Earthworks 
A.  Excavation 

1. Total volume of excavation = 91.91 cu.m. 
2. The excavation includes the following: 

- wall footing 
- foundation for stiffener, remaining columns and stair foundation 
- preparation of soil for slab on fill  
- septic tank and catch basin 
- sewer pipe / water supply line and electricals ( see plan or ask engineer for 

details) 
B. Gravel fill 

1. This scope involves hauling,spreading, leveling and compacting of 0.05 m. thick 
gravel fill on prepared earth soil compacted bedding 

2. Provide 0.05 m. gravel fill on slab on fill, catch basin and septic tank 
3. See plans for details 

C. Additional fill & soil poisoning 
1. The area should be treated with termite proofing. 
2. The area of soil to be treated = 306 sq.m. 

III. Concrete Works 
A. Cast-in-place concrete 

1. Concrete works include columns, footings, stiffener columns, slab, beams, stairs, 
roof , gutter, lavatory counters, ledge/canopy and all other concrete components 
needed to complete the structure. 
-  Provide lintel beams for the opening of windows and doors. Use 0.15m x 0.20 m 

reinforced with 10 mm bars.  
2.  Strength of concrete to be adopted shall be 3,500 psi 
3. Concrete works should be plain cement finished. 
4.  Provide necessary tools and equipment needed for concrete works. 

B. Steel reinforcement 
1. Use deformed bar grade 40. 
2. Provide necessary tools and equipment needed for steel works. 
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5. Use pre-
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b) Use 2" Ø and 3" Ø for lavatory. 
2. Provide one  unit septic tank.  
3. Provide catch basin with reinforced concrete pipes (See details).  

C. Fixture  
Supply and Installation of the following: 

1. 


